
The defect 
rate has 
been at 7% 
for a while, 
what could 
we do to 
lower it?

With no current air quality 
policy, defects are bound to 
ƘŀǇǇŜƴΧ

The air 
given off by 
paint robots 
is dirty.

What!?

Our PTS Sales Rep came 
and measured the 
cleanliness of the air 
using a particle counter.

Compressed air 
contamination 
can be a cause in 
paint defects.

Causes pinholes, cissing, 
uneven paint, etc.

I see.

The impurities 
went from 
above 0.3mh 
to 0.

Whoa!

The PTS Multi 
Dry Filter has 
contributed to 
improvements 

in our paint 
quality.

The defect rate was improved 
from 7% to 3%!

We have made 
improvements 
thanks to PTS!
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We placed PTS Multi Dry Filteras 

a clean air measure for the paint robot
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Impurities in the
compressed air

Impurities in the air

Moisture in the air

cause 
Machine failure!

causes rust!
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We placed PTS Multi Dry Filter
as a clean air measurement for the Machinetool

Did the machine 
just break down 
again?

I recently 
replaced the 
spindle and 
now there 
are strange 
lines on the 
processed 
surface.

I'm in trouble if 
the equipment 
keeps shutting 
down production 
like this. 

The failure may 
be caused by 
impurities in 
the air.

The PTS Sales Rep came and 
measured the cleanliness of 
the air with a particle counter.

What?

Impurities 
mixed in the air 
may lead to 
malfunction.

Because we supply 
oil and air to the 
spindle bearings 
for high speed 
rotation, 

The air environment and air quality 
required for each customer is 
different so let's check the filter for 
impurities. 

The impurities, 
which used to 
be above 
лΦо˃ƳΣ ŀǊŜ 
now 0.

With impurities 
in our air 
environment, 
we need a more 
powerful filter.

This has been an effective 
preventative measure.  Zero 
problems after one year 
compared to every three 
months. 

It contributes 
to the stable 
operation of 
production 
facilities.

LǘΩǎ ōŜŜƴ 
in good 
condition.



Impurities in the
compressed air

New linear scaleSpecialist
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Replacement 
cost

$5,000

Repair 
cost

$1,000

NUMEROUS
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WOW!

We placed PTS Multi Dry Filter
as a clean air measurement for the Machinetool
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Detection 
Impossible!?

There is a 
problem 
with the 
linear 
scale

I wonder if 
there are 
more basic 
measures.

The cost of 
repair is 
extremely 
costly,

The cause 
of the 
problem is 
dirty 
compressed 
air!?

Our PTS Sales Rep came and 
measured the cleanliness of 
the air using a particle counter.

Problems 
often happen 
that make 
detection 
impossible.

When the compressed 
air that enters the 
linear scale is dirty,

The impurities, 
which used to 
be above 
лΦо˃ƳΣ ŀǊŜ 
now 0.

The factory air 
environment is different 
for each customer.                              
This filter is especially 
recommended for those 
ǿƘƻΩǊŜ ŎƻƴŎŜǊƴŜŘ
about the air 
environment.

Reduce the aberration frequency 
of the linear scale by installing a 
filter that suits the air 
environment.

The filter 
reduced 
linear scale 
replacement 
/repair cost.

What!?


